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Aerodynamic-heating data were obtained between Mach numbers of 1.2
and 4.2 from a free-flight test of a l/6-scale finleGs NACA RM-10.
Transient skin temperatures were measured at six stations along the
body. The maximum skin temperature recorded during l?lightwas 1400° R.
The test of Reynolds number covered a range from4.2 x 1.06to 27.0 x 106.

Temperature recovery factors were obtained for each station at a
single time during the flight. The values agreed with Prandtl number
to the one-third power within ~3 percent.

The experimental turlmlent Stanton numbers were in fair agreement
with Van Driest’s theory (assuming transition at the tip) during the
time the skin was heating. Ming the skin-cooling period that followed,
the experimental values were consistently hi~er than the theoretical.

During the skin-heating period as turbulent heat-transfer coeffi-
cients were being measured, a sudden “burst” of lamlnar flow occurred
for 0.5 second. The lamlnar or transitional flow extended to 38 percent
of the body len~h or a Reynolds number of 13.3 x 106. For a short
time prior to, during, and after the “burst,” the &ch number and
heating conditions were such that the two-dimensional stability theorem
would have predicted the possibility of an infinite length of laminar
flow. At one other very short period of time while the model was in
the stability region, there was no evidence of laminar flow.

Laminar heat-transfer coefficients were measured again during the
latter part of the test. Transition from turbulent to J_amlnarflow

,.
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began at local Reynolds numbers of 3 to 4 x 106. Poor agreement was
,—

obtained with laminar theory at the foremost station. The agreement L
became progressively better-moving rearward

INTRODUCTION

Reference 1 presented drag data from a
l/6-scale, sting-mountedNACA RM-10 model.

.
on the body. -

free-fli–&t test of a —
In asses=ing these data,

it appeared as if transition might have occurred during the flight. __
Full-scale RM-10 heat-transfer models which allow assessment of the
condition of the boundary layer (refs. 2 and ~) had previously been
tested over this Mach nuriberrange (1.0 to 4.0) but at much higher
Reynolde numbers and no evidence of transition or lsmi.narflow was noted.
Because of the need for information on transition and heating data at
all Reynolds nunibers,it was decided to test a similar l/6-scale RM.1O
instrumented to measuxe skin temperature at stations along the model;
these temperature data, when reduced to heat-transfer coefficients,

A

would indicate by their ma~itude the nature of the boundary layer.
v

The heating data obtained from this flight are therefore reported
herein for a Mach number range of 1.2 to 4.2 and a Reynolds number
range of 4.2 x 106 to 27.O x 106. The maximum skin temperature recorded
during the flight was 1400° R. The test was conducted at the Langley
Pilotless Aircraft Research Station at Wallops Island, Vs., in
January 1955.

.
—

SYMBOLS ‘

Q quantity of heat, Btu

A area, Sq ft

h local aerodynamic heat-trsmsfer coefficient, Btu/sec-sq ft-°F

T temperature

E emissivity

Ub Stefan-Boltzman constant, 0.4835 x 10-W, Btu/ft2-sec-%4 c

k thermal conductivity of air, Btu-ft/sec-OF-sq ft
k

w-i=-
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thermal conductivity of Inconel, Btu-ft/sec-%-sq ft

thickness, ft

specific weight of wall, lb/ft3

specific heat of wall material, Btu/lb-°F

Stanton number

specific heat of air at constant pressure, Btu/slug-°F

density of air, slugs/cu ft

velocity, ft/sec

ratio of specific heats

pressuxe, lb/sq ft

gas constant for,air, 1716 ft2/sec2-%

constants in approximate eqwtion for cw

Takr- Tvrecovery factor,
Tso - Tv

Prandtl nuriber

mechanical equivalent of heat

standard acceleration of gravity

Mach number

pvx
Reynolds number, —

u

viscosity of air, slugs/ft-sec

time from stsrt of flight, sec

axial distance along body from the nose, ft

standard deviation (with subscripts

yj~~

to indicate qutity involved)



4 NACA RM L56C05

.

%H maximum probable error in CH

Subscripts:

aw adiabatic wall

o undisturbed free stream ahead of model

so stagnation

v just outside boundary layer

w wall (skin)

s sting

—

MODEL,

The test model was a

~STRUMENTATION, AND TEST –d

l/6-scale, finless NACA RM-iO, sting mounted v-

on a carrier body which housed the instrumentationand &stainer rocket
motor. A photograph of the test model is shown in figure 1. A sketch
of the test model and the carrier body is presented on figure 2. The
model skin was formed by spinning a l/32-inch-thick sheet of Inconel,
then highly polished. The skin-thicknessmeasurements were made on the
finished mcdel by using micrometers. The surface roughness was of the
order of 10 ticroinches. There was a break in the mcd_elat station 15
for purpose of assembly. Shortly behind the break there was a circum-
ferential row of flat-head screws.

Skin-temperatme measurements were made at six stations along the
body as shown in figure 2(b) by use of thermocouples. The thermocouple
wire was no. 30 chromel-alumel. The junction between the wires consis-
ted of a bead of about 0.01 inch in diameter, formed by fusing the wires
together and using the mercury-bath technique. Came was taken that the
wires were not in contact except within the bead. The beads were fitted
into holes drilled through the Inconel skin at the pro~er stations, with
the thermocouple leads inside the nose. The holes were then welded
closed with Inconel welding rod and the exterior surface was smoothed
and polished. The cold junctions of the thermocouples were potted in
paraplex inside of a brass block of sufficient mass that no change in
cold-junction temperature’would occur during the relatively short time ●

of the test. The cold-junction temperature was measured just prior to
launching by a resistance-type temperature pickup also potted inside
the brass block. A cross check of this temperature was obtained by k
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simultaneously meamming the skin temperature
to the exterior surface of the nose.

with a thermocouple taped

During flight, three Gtandard voltages and the outputs of the six
thermocouples were commutated and transmitted on a single telemeter
channel. The conmmtation rate and the electronic system were such that
each thermocouple voltage was transmitted 14 times per second, and each
Gtandard ~oltage was transmitted 7 times per second. The three standard
voltages, supplied by a mercury cell and a voltage-divider network, were
chosen equivalent to the lowest temperature, the midrange temperature,
and the highest temperature that the skin thermocouples were expected
to reach. Commutation and transmission of the5e lmown voltages along
with the voltage readings of the skin thermocouples provided an in-
flight check calibration of the thermocouple telemeter and recording
system.

The sustainer rocket motor was a 6.25-inch ABL Deacon rocket motor.
The booster consisted of a cluster of three of these rockets. The mcd.el
and booster on the launcher are shown in figure 3.

The model was launched at an angle of 70° to the horizontal. The
booster propelled the model to a Mach number of 2.2. After a l-second
coasting period, the sustainer motor fired and accelerated the model
to a peak Mach number of 4.2.

During the time of rocket-motor firing and the coasting period
that followed, an NACA telemeter located in the carrier body was relaying
the temperature measurements to ground-receiving stations. The model
velocity was measured by CW Doppler radar, and SCR 58! tracking radar
measuxed the flight path, giving horizontal range, altitude, and flight-
path angle. Atmospheric conditions were measured by radiosondes, one
launched some time prior to flight to reach high altitude by the time
the model was fired, and one at the time the model was launched to
accurately measure low-altitude data. Although no instrumentationwas
carried in the model to make a direct measurement of an@e of attack,
the size of the stabilizing fins was such as to ~ke the carrier body
a highly stable vehicle so that an angle of attack near zero (*lo) was
maintained. Measurements such as fli&t path
presented herein) gave no indication that the
than a zero-lift trajectory.

DATA REDUCTION

During the flight test of the model, the
obtained as a function of flight time:

or static presstie (not
model followed other

following information was
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(1) Skin temperature measurements (fig.

rwcA RML56C05

4)

.

(2) Model velocity, Mach number, and altitude (fig. 5)
–b-

(3) Air properties at any given time (density, static temperattie,
and speed of sound)

-–

It is desirable to reduce this information into the fo~ of Stanton
number and recovery factors. The method of reduction used is described
in the following sections:

Stanton Number
—.

The basic heat-transfer equations as given in reference 4 are:

For convection:

~= ‘(”W-‘w)’
For radiation outward:

dQ2 4
— =,E~TwA
dt

For radiation inward (model skin to internal sting):

dQ3 [() 11
—.ob ( )TW4 - TS4 A
d-t ‘W1 ~ 1 ~—. —-

As es Cw

For conduction longitudinallythrough skin:

(1)

(2)

(3)

(4)

Equations (3) and (4) are strictly applicable for the c&e of two coaxial
.

cylinders and a cylinder, respectively. Since the model shape in the
present case is parabo!ic, the equations are approximations. The error
introduced in the heat~transfer coefficients by these approximations is

F

discussed in the section “Accuracy of Stanton Numbers.”
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The time rate of change of heat contained

%= pwTTTc+l

dt

in the skin is

(5)

The summation of the quantities of heat contributed bv convection,
radiation, and conduction (eqs. (1), (2),
contained in the skin (eq. (5)). Neglect
1 percent of the total heat transfer, and

(3), (4)) till equal
conduction, which is
cancel A throughout;

1

the heat
less than .—
then

From the local
Stanton number

convective heat-trmsfer coefficient (eq. (6)), the
can be determined:

c-u=h- (7)a . ..
Cp,v%vv

The properties of the test material (Inconel) are known. The
thickness Tw was measured with micrometers at the various stationfi
and was between 0.031 and 0.033 inch. The density pw is constant.

The specific heat Cw varies with skin temperate, as shown on fig-
ure 6. These data were measured by the National Bureau of Standards
and are presented in reference 5. The emissivity of the material is

. considered to be 0.3 throughout the flight. Measurements in reference
show that for nonoxidized Inconel, the emissivity varies only slightly
from the value of 0.3 for the temperature range of the test. The rate

d ~f change of temperature with time dT/dt was mechanically read, using
the measuxed temperature data. The sting temperature Ts used in

/.

5
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calculating the radiation term was assumed to
to ground air temperature. The thermodynamic
(c-p, Pr, etc.) used in the computationswere

and are presented in figure 7. The adiabatic

NACA RML56C05

.

be constant and equal —
properties of air _,-
obtained from reference 6

k

wall temperature Taw
wa~ obtained from the definition of recovery factor (ref. 3):

T - TV
R.F. = aw

Tso - Tv

This leads to

Tav . Tv + Pr
1/3 ~

( so - Tv
)

The turbulent recovery factor is taken equal to #3

1/2 both based onrecovery factor is taken equal to Pr ,

and the laminar .

wall temperature.

The turbulent recovery factor was assumed equal to PY1/3 because Prl/3 *
haG been shown to approximate the measured recovery factor within one
percent for a variety of test conditions. (See ref. 7.) The measured
recovery factors were not used since they were obtained at only one
time during the flight and hence at only one temperature condition.

prl/2, which is alsoThe laminar recovery factor was assumed equal to
a reasonable approximation as shown by reference 7. The stagnation
temperature was computed from the ener~ equation

$ _ Tso
—_ J2Jg To CP ‘T

which takes into account the variation of the specific heat of air with
temperature. Figure 8 gives a typical time history of adiabatic, stag-
nation, and skin temperatures. The temperature To is lm.ownfrom model

altitude and radiosonde measurements. The local temperature just out-
side the bounda~ layer Tv is obtained by correcting the free-stream

temperate To for the effect of bcdy pressures at the various ~ta-

tions. The slender-body theory of Jones and Margolis (ref. 8) was used
for calculating the pressure distribution at supersonic speeds. Local

+

values of velocity and deneity were also obtained for use in reducing
the local convective heat-transfer coefficients h to Stanton num- .

.; ——.,(_ /
pv
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Recovery .l?actor

Recovery factors were determined at each temperature measuring
station at a single time during the flight by using the following method.

If the convective heat transfer is assumed to le zero, equation (6)
may be rewritten

By a cut-and-try process,
on the right-hand side of
to this slope will be the

~T~w

the slope dT/dt which
the equation was found.
time of zero convective

J
satisfied the conditions
The time corresponding
heat transfer. Now at

the time of zero convective heat transfer, the temperature of the wall
Tw will equal the adiabatic wall temperature Taw. Therefore, at this
given time we may determine a recovery factor, since

T - ‘v
R.F. = aw

Tso - Tv

Accuracy of Stanton Numbers

The accuracy of the Stanton nuibers is dependent upon the possible
errors in the various measured and estimated qwtities used in equa-
tions (6) and (7). An appendix is devoted to a discussion of these
errors and their probable resulting errors in CH. Before discussing
these more specific sources of error, let us consider the applicability
of the equations used in determining CH. Equation (3) is strictly
applicable for two coaxial cylinders whereas in the present case the
model is parabolic in shape. In order to estimate roughly the order of
magnitude of error that might be expected from this approximation, the
relative contributions of convective and radiative heat transfer were
determined. Figure 9 presents the variation of h with time for a
typical station indicating the relative ma~itude of the convective and
radiative heat transfer. It is seen that the total radiative heat trana-
fer is at most 20 percent of the total. Furthermore, the radiative
heat transfer inward, not shown on the figure, was at the most only
1.5 percent of the total heat transfer. Consequently, even if the use

miwm~
-..9
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of equation (3) results in a fairly large percentage error in the cal-
culation of the inward radiative heat transfer, the error contributed
to h would still be small.

Equation (4) is strictly applicable for the case~of conduction .
longitudinally through a cylinder. The heat transfer for the present
parabolic case calculated from equation (4) was a negligible part of
the total heat transfer. In addition, the longitudinal conduction
through a conical skin was calculated and this contrib-utionto the”tot~l
was also negligible.

. —..
-.

Using the method presented in the appendix, the errors in CH

attributable to errors in the various ‘measuredand estimated quantities
of equations (6) and (7) have been calculated for station 6. The meaa-
ured value of CH, together with an accuracy band, are-presented in fig- “-

ure 10 as a function of time. The ratio of the probable error in CH

to the experimentally determined ~, ~lotte.das”
I

‘CH cH~ is also pre-

sented i.nthis figure. It can be seen that the accuracy of CH varies
greatly during the test and this is primarily due to the variation of
Taw - Tw. (See fig, 10,) The greater the dagnitude o~ this quantity,‘ ‘
the greater is the accuracy of the values of CH; and conversely, as

—

Tav - Tw approaches zero, the inaccuracy of CH becomes so ~eat that

the data are of no value. The data presented in this report, therefore,
include only those which are accurate within 20 percent. The accu-
racy band and ratio Uc

/
H CH presented in figure 10 are strictly appli-

cable to the data at sta!ion 6.
measuring stations the accuracy
the same as the accuracy of the

RESULTS

.—
However, at the other temperature
of CH at any given time is essential~

data at station 6.

ANDDISCUSSION

Experimental Recovery Factors =

The recovery factors determined as descfii.bedpreviously are pre-
sented in figure l.1as a function of model station. It should be noted
that the recovery factors were evaluated at different times at different

stations. The theoretical values of recovery factor ~rl/3 and fil/2,

based on the wall temperature at the times the recovery factors were
determined, are also presented. The experimental values are seen to

agree with prl/3 within *3 percent for all stations.- Consequently,
a turbulent boundary layer is indicated at
which the recovery factors were computed.

y:,~#@i&jjrw

all stations-at the time for

—
.—

.

—

L

—

.

.

i-
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Stanton Number

The experimental and theoretical (Van Driest, refs. 9 and 10)
Stanton numbers are presented in figure lE as a function of flight time
for six temperature measuring stations. The parameters Rv, Mv, and
Tw/Tv, which theoretically determine ~, are also presented on figure 12
as a function of time. For all six stations the theoretical variation
of CH with time is presented. Taese calculations are obtained by
using conical theory and assuming turbulent flow to exist from the nose
tip. The theoretical flat-plate values have been m@ified in accordance
with references 11 and 12 to give the proper value for a conical shape.
The test model, although not a cone, is more nesrly approximated by the
cone than by the flat plate, at least at the forward stations. In addi-
tion, at the most forward station a theoretical curve is presented where
conical theory is again used and transition is assumed to occur at a
Reynolds nuuiberof 2 x 106. At the most rearward station a theoretical
curve is also presented where calculations are based on flat-plate
theory.

It should be kept in mind that the theories of Van Driest with
which the experimental data are compared were developed on the assump
tion of a constant wall temperature and constant pressure distribution.
As can be seen in figure 4 there is considerable variation of tempera-
ture along the bdy at any given time. The pressures also along the
body are not constant, the body being neither a flat plate nor a cone.
The effect of the pressure gradient is taken into account in obtaining
the Stanton numbers by using values of density and velocity just out-
side the boundary layer.

Consider first the data obtained while the skin is being heated.
These data cover the peric@ of accelerating flight and a small portion
of decelerating flight and extend to a time about 10 seconds after take-
off. Except for a short period of time between 5.5 and 6.o seconds, the
experimental Stanton numbers (fig. L2) are in fair agreement with the
turbulent theory results obtained by assuming transition at the nose tip.
From station to station the agreement varies somewhat, but no signifi-
cant consistent trends away from the theory are noted. At station 6 “
the theoretical values of CH obtained On the assumption of transition
at a Reynolds number of 2 x 106 do not differ greatly from those obtained
on the assumption of transition at the nose tip. Up to about 8 sec-
onds after take-off the experimental data are in better agreement with
the theory based on the assumption of transition at the nose tip.
Between 8 and 10 seconds after take-off the agreement is better if a
transition Reynolds number of 2 x 106 is assumed.

At 5.5 seconds after take-off at stations 6, 7.7, and 9.4, with
the local Reynolds number varying from 4 x 106 to 6.5 x 106, the Stanton
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numbers dropped to the theoretical lminar level. This
have been due to a sudden “burst” of laminar flow. _The

NACA RM L56C05

.
result must
effect was most

pronounced at station 6 and decreased at the more rearward stations. b

No effect can be seen at station 11.1. In an effort--todetermine the
cause of the laminar burst, recourse was made to the two-dimensional
laminar boundary-layer stability theory of reference 13. Figure 13
presents a region defined by values of temperature ratio Tw/Tv and
Mach number in which, theoretically, infinite stability of the lamlnar
boundary layer is attainable. The flight data show the mcdel to have
been in this region twice, between Mach numbers 1.5 @d 2.0 and between
Mach numbers 2.5 and 3.8. It was during the second period in the sta-
bility region that the burst occurred, as shown in this figure.

Between about ’10and 12 seconds &“er take-off,’the skin temperatures ~
reach maximum and the forcing function T&w - TV passes through zero.

As discussed in the section entitled “Accuracy of Stsmton Numbers,” this
phenomenon results in hI&CCWaCieS in CH large enough to make data in

this interval meaxl.nglessand they therefore are not presented. .

After about 12 seconds after take-off the model_is decelerating,
and Mach number, Reynolds number, and wall temperatures are decreasing. .

The measured Stanton numbers are seen to be consistently and considerably
higher than values predicted by turbulent theory (transition at nose
tip) until the time when transition to laminar flow begins (approx.
1> see). For a possible explanation refer to figure 12(a) which ~re-
sents the data obtained at station 6. It can be seen that in this time
interval the experimental data are in fair agreement with the theoret-
ical values when transition is assumed at a Reynolds number of 2 x I-06.
Since transition occurs shortly afterward at Reynolds numbers of about
3 x 106, this explanation of the seeming disagreement i~ likely. It
should also be kept tn mind that the accuracy of the data in this time
interval is about *12 percent which could account for a part of the
disagreement.

. .

Transition is seen to begin at a Reynolds number of 3 to 4 x 106
-at about 15 seconds. Laminar heat-transfer coefficients are obtained
as far rearward as station 11.1 (figs. 12(a) to I-.2(d)).Station 12.8
(fig. 12(e)) shows the beginning of transition, but a lamlnar level
had not been reached at the latest time (20 see) for which data are
available. The laminar coefficients at station 6 are not in good
agreement with the laminar theory. At the more rearward stations, fair
agxeement is obtained. The possibility exists that the distribution _
of temperature along the nose, forward of station 6, iG of such a non-
uniform nature due to the particular construction of the model
affect the measured lamlnar Stanton numbers. At more””rearward
on the body the nonuniform temperature near the nose tip would
have less effect.

as to
stations
probably .
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Figure 14 presents the variation of Stanton nuder with station in
inches from the nose tip at various times during the flight. At the
time of 1.8 seconds, the measured Stanton numbers are lower than the
turbulent theory. Possible inaccuracies in the data at this time could
account for most of the disagreement. At the time of 4.2 seconds the
agreement with theory is god. At the time of 5.8 ~econds the typical
lamlnar, transition, turbulent curve is obtained. This time corresponds
to the time of measuring the lowes% heat-transfer coefficients during
the laminar burst. At 7.0 and 9.0 seconds, the data are again in good
a~eement with turbulent theory. At 14.0 seconds, during skin cooling,
the poor agreement discussed previously is obtained.

/
Assuming a Reynolds number of transition of 2 x 106 improves the

agreement, especially at station 6, as has been previously discussed.
At the more rearwsrd stations, however, the agreement is not improved
significantly. At 18 seconds the variation of CH with station indi-
cates the lsminar, transition, and turbulent regions. The laminar coeffi-
cients, however, are considerably higher than the theoretical latinar
values and the turbulent value at station 18 is somewhat hi~er than
tuxbulent theory. At 20 seconds the laminar coefficients, with the
exception of station 6, are in fair agreement with the theory. As stated
earlier, in considering the laminar coefficients it should be remembered
that the theory used here was developed on the assumption of a constant
temperature ahead of the measuring station.

CONCLUDING REMARKS

An NACA RM-10 l/6-scale model has been flight-tested and convective
heat-transfer coefficients (Stanton numbers) have been obtained at six
stations along the body. The Mach number range was from 1.2 to 4.2 and
the Reynolds number range was from 4.2 x 106 to 27.5 x 106. The maximum
recorded temperature was 1400° R. The following observations have been
made from a comparison of experiment and theory:

1. The Stanton numbers predicted by the turbulent theory of Van
Driest (on the assumption of transition at the nose tip) were in good
agreement with experiment during the period when the skin was being
heated. During the cooling period that followed, the measured Stanton
nuabers were consistently higher than theory.

2. The measured recovery factors obtained at each station at a
single time during the flight a~eed with Prandtl number to the 1/3
power within *3 percent, indicating that turbulent flow existed at the
time at which recovery factors were determined.

y~@mmNTw
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3. A sudden “burst” of laminar flow occurred at Q

NACA RM L56C05
.

.
Mach number OC

2.9 and extended to 38 percent of the body length cor~esponding to a
Reynolds number of 13.3 x I-06. The model at this time was in the theo- L

retical region of infinite stability of the laminar boundary layer.

4. Transition from turbulent flow begins toward ;he end of the
test when -theReynolds number has dropped to 3 to 4 x 106. At this time
the model was well out of the region of lam.inarbound-~y-layer stability.

Langley Aeronautical Laboratory,
—

National Advisory Committee for Aeronautics,
Langley Field, Vs., February 16, 1956.

.
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APPENDIX A

ESTIMATED ERRORS

By William E. Stoney

Accuracy of CH

Errors may be grouped under two headings, systematic and random.
(This discussion follows the treatment in ref. 14.) Random errors are
those which in a large number of measurements are as often negative as
positive, and thus they affect the arithmetic mean but little. All
other errors are classed as systematic.

Systematic errors can be evaluated only by comparison of the final
data with previomly substantiated results, either theoretical or empir-
ical. Although the number of previous tests with which such comparisons
can be made is not large, such comparisons have indicated that there has
been little or no systematic error present and such will be assumed in
the present case.

Random errors appear in all the measured quantities. These indi-
vidual errors will be quoted as standard deviations (a), that is, the
root mean square of the deviations of a set of observations from its
mean value. In general, these values will be estimated from what are,
statistically spealdng, small samples and are thus themselves approxi-
mate in nature. The effect of the individual values of u on CH will
be presented in the form

UCH &H ‘X—= _.
CH bX CH

I

As the
effect

individual errors act independently of one another, their combined
on CH will be given by the following equation:

“Htotal .
CH

~ 1/2

(())

&.Q
x=a CH ~

(Al)
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The equation for CH reduced to the quantities which are measured,
calculated, or assumed is presented below:

..
\

where the approximate expression (A + IN?w)has been substituted for
c~. In the actual data reduction, experimental values of Cw were

( )
o .2V02

used. Also, the approximation 1 + .nm has been substituted for

the equation

which was used

to,occasionally

F J
T60 ——=

2Jg To % ‘T

to get Tso in the text. Equation (A2) will.be referred

in its more compact form:

CH . ww&-P T C..

T%vvcp,v aw )- Tw

where r refers to the radiation terms.

acH due to the errors in the individual quan-The equations for —
CH

tities are presented below. The expressions for those quantities which
have been assumed or which have negligible effect on the accuracy of
CH have been omitted.

-
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*CH
hlantity — dueto u

%

T-w

I UPO-—
Po

V.

mw
at

%Tv/dt
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When values of the individual errors (see table at end of the
appendix) are substituted in the approximate forms of the error terms
and the results surm.edas in equation (Al), the following equation is
obtained (for ~ . 4):

.

.

.

1
+— + 0.0022

()
dTw

2

m

As shown by this equation, the data become extremely inaccurate when

Taw -
dTw

Tw ad —-+0; this effect is compounded since both the8e teps -
dt
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go to zero at about the same time. A comparison of this equation with
equation (Al) computed using the complete error terms is shown in fig-
ure 10.

As can be seen from the upper part of figure 10, the percentage
error where the T’aw- Tw difference is over 100° R is of the order of

20 percent or less. The percentage errors in this upper plot have been
used to calculate values of

‘cHtotal
which have been added and sub-

tracted from the data and the results presented as a shaded area in the
lower plot. It seems apparent from the comparison “ofthe shaded band
and the theoretical curve that nowhere are the data in significant dis-
agreement with the theoretical calculations. This is more apparent
when it is realized that the values from theoretical calculations should
be
on
of

even higher than shown here due to the presence of laminar regions
the body. (See fig. 12(a).) This conclusion applies to the data
the remaining stations as well.

Estimation of Errors of Individual Measurements

Wall and shield temperatures.- Assuming the absence of systematic
errors in the temperature measurements permits the random errors to be
divided into two classes. In one group, the errors are such that they
do not vary rapidly with time - for example, calibration errors and
slow telemeter drifts. The other type exhibits itself in the data as
random scatter with time and.is probably due in great part to the errors
involved in the recording and reading of the data.

This latter type of error can be evaluated from the data when
dT/dt is less than about 25° per second. Such evaluation gives UT = 50.
This error is important only in flight conditions which give high rates
of temperature increase but even there it is overshadowed by the first
type of error, as will be shown.

The error of the first kind can be evaluated only by comparisons
of tests made under identical conditions,with different telemeters.
Since this comparison has not been made (in fact it would prove very
difficult to make in the temperature ranges of interest because of the
difficulty of lmowing or reproducing the conditions), it is necessary
for a value to be assumed on the basis of experience with past measure-
ments. In general, the accuacy of telemeter data of all.kinds has
been roughly estimated as 1 to 2 percent of the full-scale range of the
instrument used. Previous tests using temperature equipment similar to
that used on the present tests have indicated that temperature data are
at least as good and are probably better than the larger of these figures.
Thus for the purposes of this evaluation a figure of 1 percent of the
full-scale value will be used and this estimate gives a value of OT
of 200,
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Error in P. and To.- Errors involved
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in the determination of

both PO and To

(1) Error in

(2) Error in

(3) Error in

are a combination of three independent factors: .

the measured altitude of the model

the calculated altitude of the radiosonde

the measurement of the quantities PO and To

In the altitude range of the present tests the estimated accuracy
of the two altitude measurements together with the rates of change of PO
and To with altitude give errors in these quantities of OPO . 0.006

and oUTO = 0.2 . Unpublished NACA tests give values of ‘Qo = 0.0083

and Wo = 0.9° for the radiosonde instrument error in the altitude

ranszebelow 50.000 feet. Since these errors are independent, they can.,

be combined by the equation crtotal
o as follows:

Error in Vo.- In the altitude

‘J== - ‘ - ‘This gives the total

and ~To =l°F

range considered the major error in

velocity measurement is due to the inaccuracies in the measurement of
wind velocity. Since the wind velocity is not measured at the time and
place of the model, any accuracy which may be quoted IS open to some
doubt. However, consideration of accuracy of the actual measurements

used to obtain the wind velocity as it affects the radlosonde balloon
leads to a figure of

dTv
Error in —.-

dt

q. = k f>et per second.

If the measured temperatures are assumed correct,

dTw
errors i.n — are caused by inaccuracies in the fairing of the tempera-

dt
ture data and in the reading of the slopes of the faired curves. An
inspection of the scatter of such readings leads to a figure of

‘dTw/dt = 1° per second for the faired results. This value seems to
dTw

include both types of error since an average error of — . 1° per
dt

second was obtained by integrating the slope curves and comparing the
resulting temperatures with the original temperature curve for the data .

of a typical station.
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Pv ~1
Errors h ~, Tr?

Z?l

the qusmtities Pv Po,
/‘o ‘o

vv/vo, - Tv/To may all be referred to error in the calculation of

the pressures ~ver the body. While this error will be a function of
the computation methcds used, it can be seen from the comparison of the
various methcds with the results of the methcd of chsracteristice in
reference 15 that a value of ac = o.~c ~ is not unreasonably low.

P
This compsr$.sonof course includes the assumption that the methal of
characteristics gives correct values, and this assmnption has been shown
to be a god one except for flight conditions where the boundsry layer .
mi@t be expected to appreciably affect the flow contour about the bcdy.
This latter condition should not exist in the present tests. Using the
value UC = 0.05CP

P
values of csn be obtained as

‘Pv/Po?vv/vo+/co

function6 of p ‘p . This value is, for sny particular maiel, a function
v/ o

of Mach number & body station. However, for the present body and Mach
numbers, Pv/Po is small d lesiisto values of

Error in Tw.- The accuracy of the measurement of the wall thiclmess

is est~ted to be about 0.001 inch. For the wall thickness of the
present mcdel this estimate leads to a value of UT s 0.03TW.

w

Error in ew.- The error in this qusmtity was estimated from the

apparent scatter in the data of its measued values s@ is ‘Jew= 0.02.

‘or h CPVJ pw~ ‘b’
Cw, and R.F.,- The values of %@ %?)

‘b? Cw9 - R.F. have been assumed to be comtsnts in which no error

appesrs. Although it is assmned that Cw is lm.owmabsolutely, it is a
quantity which vsries with Tw @ the error attributable to this fact
appesrs in the error for Tw. While > is a function of TV) ~

varies so little that any error due to sm error in Tv is quite
negligible.

In the presentation of the data the recovery factor R.F. is

assumed to be equal to Fyi/3 ~ Fyi/2 for turbulent and lamirmr

boundary layers, respectively, and thus the errors me assuned O. It
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should be noted, however, that the equation

to R.F. error,

shows that small errors in this
in CH when Taw - TW-+O.

NACA RM L56c05

fOr tie error in CH due

Taw - Tw R.F.

quantity csm lead to quite large error6

The values of the errors used in obtaining the data of figure 10-
axe presented in tabular form as f’ollows: —

.

—
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